SOLUTION 1

You can control HMI and execute the third
party APPs at the same time!
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Wireless adapter Ultra-high High

performance CPU resolution display

Powerful features

3G Dongle 1 .75 GHz Dual-core 64bit 1 024X768 pixels
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cMT-iV5 & cMT-SVR

The cMT-SVR is dedicated to data
processing and communication
protocol conversion, while you
can use one or more cMT-iV5s to
control and monitor the cMT-SVR

with the same display.

You can have more flexible installations
to operate your HMI! CMT-iV5

You can install your cMT-SVR ' { ‘ a
- e

and PLC in the same control
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cabinet and install one or more
cMT-iV5s located on any place
of the machine for connecting
to the same cMT-SVR.

cMT-iV5

Resistive VS.  Capacitive (Touch Panel)

Lifecycle (Hitting durability)

The capacitive touch panel can detect
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identify the touch point X-Y coordinates.
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1 G HZ Dual-core CPU 9.7 Inch 7 H Tempered glass
1 G B RAM 1 024X768 pixels Ca paCItIVG Touch panel When the operator touches the resistive

touch panel, the upper film and lower

layer of ITO glass come into contact

generating a signal that identifies the 1 million hits
X-Y coordinates of the touch point. o

0.25 million hits
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SOLUTION 3

HMlI is also a HMI server!

cMT3151 adopts dual-core CPU which greatly
increases its performance of data/graphic
processing.cMT3151 is not only operating like
a conventional HMI, but also working as a
server. You can use cMT Viewer, which is
running on cMT-iPC15 or cMT-iV5, to connect
to cMT3151 for monitoring and controlling.
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High Speed

Ultra-high speed CPU
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Dual Ethernet ports

Powerful features

2 RJ-45 ports
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1 024X768 pixels
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-~ s

+ MOBILE SOLUTION

The cMT Series aims to increase the capacity, productivity, and
efficiency of your system.The cMT Viewer running on iPad and
Android tablets allows you to monitor the operational status of
machines anywhere on the plant floor, with immediate access
to real-time information, alarms, and events.
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(cMT-SVR/cMT3151 can be connected by cMT Viewer)
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REMOTE SOLUTION

remote HMIs from What can we do?

ables you tog
ii—
d.You do notn memorize the HMI’s IP

n setting up the router, or configuring the
pping. Just simply activate EasyAccess 2.0
and execute Eas‘lAccess 2.0 APP on your

y access this HMI. .

cMT Viewer

Monitor and control the
remote HMI's EB project with

Pass-through

Execute PLC ladder
program to modify the

remote PLC’s parameters. cMT Viewer APP.
HMI manage VNC

Manage your HMI on The fastest remote control
e eb system. application with RFB protocol.
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Connect to your HMIs. Launch EasyAccess 2.0 app on your
(cMT3151 / cMT SVR) PC/Panel PC/Tablet PC/iPad/Android tablet.
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[ WEINTEK

Contact

Tel: +886-2-22286770
Fax: +886-2-22286771

Address: 9F.,,N0.910, Zhongzheng Rd.,
Zhonghe Dist., New Taipei City 23586, Taiwan

Website: www.weintek.com
Sales: salesmail@weintek.com
Product Support: servicemail@weintek.com

Weintek

Since the foundation of the company in October of 1995, Weintek Labs., Inc. has been committing itself to being a leading-edge designer and manufacturer of graphic operator interfaces,
also known as HMI (Human Machine Interfaces), in Taiwan. We took our rich experience as HMI specialists and set the HMI product standard with state-of-the-art technology, efficient
manufacturing, conscientious and careful testing, and global specialized support.

The company’s missions are to provide its customers with quality products and superior service as well as to share the fruits of its good teamwork with all of its employees, by which we are
able to achieve the goals of establishing a reputation as a leading brand in the industry and ensuring sustainability of the operation and development of enterprise.
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